MAKE YOUR PRACTICE EXTRAORDINARY

EzRay Premium™ vet

Dental Wall Mount X-Ray

- Easy-to-move anti-drift arms
- Detachable control panel
- Easy-to-read panel icons
- Lightweight tube head
- Ergonomic, easy-grip handle
- High frequency DC x-ray for superior digital images

www.myvetimaging.com
THE EZRAY INTRAORAL X-RAY IMAGING SYSTEM CREATES A MORE SOPHISTICATED CLINICAL ATMOSPHERE

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Specification</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Focal Spot</td>
<td>0.4mm</td>
</tr>
<tr>
<td>Tube Voltage</td>
<td>Selectable 60 - 70kV</td>
</tr>
<tr>
<td>Current</td>
<td>4 - 7mA</td>
</tr>
<tr>
<td>Exposure Time</td>
<td>Selectable 0.04 - 2.0 sec</td>
</tr>
<tr>
<td>Arm Length (Options)</td>
<td>62&quot;/ 68&quot;/ 80&quot;</td>
</tr>
<tr>
<td>Weight</td>
<td>56.9lb (25.8kg) / 58.0lb (26.3kg) / 61.1lb (27.7kg)</td>
</tr>
<tr>
<td>Line Voltage</td>
<td>100 - 230V ± 10%</td>
</tr>
<tr>
<td>Accessories</td>
<td>Exposure hand switch, Cone: Round 8’/16’ Double stud wall bracket</td>
</tr>
<tr>
<td>Option</td>
<td>Cone: Round (12&quot;) / Rectangular (8” / 12”)</td>
</tr>
</tbody>
</table>

* Specifications subject to change without prior notice *

RELIABLE DESIGN FOR EASY & STABLE USE

The sophisticated, ergonomically designed x-ray tube head mounted on a strong and stable arm can be easily and comfortably positioned to acquire motion-free intraoral images creating a stress-free atmosphere for animals in your clinic.

OBTAIN HIGH QUALITY DIAGNOSTIC IMAGES

With a 0.4mm focal spot, the EzRay intraoral X-ray system provides high resolution images for more exact diagnoses when acquiring maximum image information with the smallest focal spot technology.

DIMENSIONS and OPTIONS

Note 1.
Horizontal Arm Length Options
- 17.7" - 23.6" - 35.4"

Note 2
- 17.7" Horizontal Arm - 28.1"
- 23.6" Horizontal Arm - 34"
- 35.4" Horizontal Arm - 45.8"

Note 3
- 17.7" Horizontal Arm - 62.4"
- 23.6" Horizontal Arm - 68.3"
- 35.4" Horizontal Arm - 80.1”
  (with 8” Cone)